
B2-5 1 25 6-HV1

B2-5.0-HV1; B2-10.0-HV1; B2-15.0-HV1; B2-20.0-HV1; B2-25.0-HV1; DANGER DANGER indicates a

hazardous situation which, if not avoided, will result in death or serious injury. WARNING

&#183;WARNING indicates a hazardous situation which, if not avoided, can result in death or serious injury

or moderate injury.

SAJ B2-5.0-25.0-HV1 akkumul&#225;tor. Ismerje meg a SAJ B2-es nagyfesz&#252;lts&#233;g?

kobaltmentes LiFePO4 akkumul&#225;tor&#225;t! Tov&#225;bb a webshopba. Aj&#225;nlatot

k&#233;rek! SAJ B2-5.0-25.0-HV1 akkumul&#225;tor. Kateg&#243;ri&#225;k Napelem inverterek,

Akkumul&#225;tor, SAJ ...

B2 5.1~25.6 HV1 20220602051506109 Descargar; Manuales. B2 5.0 HV Descargar; Otros Documentos.

Video. Comentarios (0) ... SAJ Bater&#237;a Solar B2 BU2-5.0-HV1. Capacidad 5kWh, IP65. Alto voltaje.

Compatible con inversores SAJ H2. SERVICIOS T&#201;CNICOS. Financia tu instalaci&#243;n.

Formaci&#243;n t&#233;cnica.

B2-5.0-HV1 1 5.0 4.5 261*626*365 50.5 102.4 89.6-115.2 B2-10.0-HV1 2 10.0 9.0 522*626*365 101 204.8

179.2-230.4 BU2-5.0-HV1 (32S1P 102.4V50Ah) B2-15.0-HV1 3 15.0 13.5 ... 151.5 307.2 268.8-345.6

B2-20.0-HV1 4 20.0 18.0 1044*626*365 202 409.6 358.4-460.8 B2-25.0-HV1 5 25.0 22.5 1305*626*365

252.5 512 448-576.0 30 30 BC2-HV1 220*626*365 11 IP65 ...

B2-5.1/ 10.2/ 15.3/ 20.4/ 25.6-HV1. MODEL Energy Capacity Usable Capacity Battery Module Number of

Modules Nominal Voltage Operating Voltage Dimension [H*W*D][mm] Weight Depth of Discharge (DOD)

Max Charge/ Discharge current Communication Port Operation Temperature Relative Humidity Operating

Altitude

B2-5.1/ 10.2/ 15.3/ 20.4/ 25.6-HV1 30 30 BC2-HV1Control Module 200 *626*365 11 General Data IP65

Wall-Mounted / Ground-Mounted Charging: 0-50?; Discharging: -10-50? 0-95% non-condensing Natural

convection CAN 5/10 IEC62619(Cell& Pack)/ CEC/ CE/ ROHS/ UN38.3 BU2-5.12-HV1 (32S1P

102.4V50Ah) B2-5.1-HV1 1 5.12 4.6 261*626*365 ...

Caratteristiche del Prodotto Numero Modello B2-5,1-HV1 B2-10,2-HV1 B2-15,3-HV1 B2-20,4-HV1

B2-25,6-HV1 B2-4,8-HV1 B2-9,6-HV1 B2-14,4-HV1 B2-19,2-HV1 B2-24,0-HV1 Specificazione Garanzia

Prodotto (Min) 5 Anni Sistema di Accumulo Categoria Standalone Tecnologia Sistema di Accumulo LFP

(LiFePo4) Scheda Tecnica Batteria ...

Contact us for free full report 
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B2-5 1 25 6-HV1

Web: https://www.raioph.co.za/contact-us/

Email: energystorage2000@gmail.com

WhatsApp: 8613816583346
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